
Product datasheet
Assortment box wood screw TFT
(external)

Function: Jetting screws TFT External is a wood screw with
countersunk head. The unique tightening features of the screw
have been achieved by providing the screw with a cutting drill
tip, deeper thread and head than normal wood screws, as well
as with oblique and longitudinal flanks between the threads.
This provides the following benefits:

Less risk of cracks in wood.·
Lower torque when tightening.·
Less screwing time.·

Track type bit: TX 20, 25 and 30.
Material: Case hardened steel.
Coating: Zincotech Au, corrosivity class C4, for outdoor use.

Colour Art.no Quantity Pack. MB

Green 76005 1 Packaging 4

About 915 pcs. screw and 1 bit TX 20, 25 and 30 are included. For technical specification, see product page Wood screw TFT
(external). The box includes: 4,0x30 120pcs, 4,0x40 80pcs, 4,0x50 60pcs, 4,5x60 80pcs, 4,5x70 80pcs, 4,5x80 80pcs, 5,0x50
45pcs, 5,0x60 60pcs, 5,0x70 60pcs, 5,0x80 60pcs, 5,0x90 60pcs, 6,0x80 50pcs, 6,0x90 40pcs, 6,0x100 40pcs.
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CUSTOMER SERVICE

Tel. 033-23 03 03
Email: vsb@vsbyggskruv.se
Website: vsbyggskruv.se

ADDRESS

Västsvensk Byggskruv AB
Vävlagargatan 7
507 30 Brämhult
Sweden


